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IV. PLYTKI WIELOOSTRZOWE INDEXABLE INSERTS MHOIOIrPAHHbIE MJITACTUHDbI
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do toczenia - dodatnie for turning - positive TouyeHue - nonoxuTenbHbIE NNACTUHbI

gatunki weglika spiekanego- zakres zastosowania
grade of cemented carbide - range of application
Mapk1 TBEpPAOBO cnnasa - cpepa NpUMeHeHNs

4 materiat obrabiany gatunki weglika spiekanego A
machining material grade of cemented carbides
obpabaTtbiBaeMblii MaTepuan Mapku TBEPAOBO crnasa
Po5 | P10 [ P15 [ P20 [ P25 [ P30 [ P35 | P40 | Pa5 | P50 |
[ BP20S |
[ BP30S > |
Stal | BP30H |
P Steel | BP30A |
Cranb [ BP35S |
[ BP35A |
[ CRP10A |
Vc m/min 120-270 100-230 80-190 60-150
M05 M10 [ Mmi15 M20 [ mM25 [ M30 [ M35 M40 | M45 | M50 |
Stal odporna [ FM20A |
na korozje
. [ FM30S pid|
Corrosion
M resistant steel [ FM35S
Koppo3anoH-
-HOCTOMNKas
cTanb
Vc m/min 100-220 80-180 60-140
100-270 60-150
K05 K10 [ Ki5 K20 | K25 | K30 K35 | K40 [ Ka5 | K50 |
Stopy lekkie A
| NK10A |
Light allo
9 ys | NK12S |
nekue
mMeTansbl
m/min 200-600 150-400
Materiaty K05 K10 | Ki5 K20 [ K25 | K30 [ K35 | K40 | K45 | K50 |
trudnoobrabialne -
[ Nk15A ¥
- Exotics
TpyaHoobpabaTbl
Baemble
MaTtepuvansl
mimin | 30-80 | )
» +

+ <€
Odpornos¢ na zuzycie  Ciagliwosé
Wear resistance Toughness
MN3HococTorkocTb BsiskocTb
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